
 

CERTIFICATE DE “NON-OBJECTION” 

Media con alta capacidad de adsorción y desorción   

INSTANT OXYDES® 
is made in a crystallization process from Stabilized Hydrogen
Peroxide (SHP) in an agitated reaction vessel containing a mother liquor at a temperature 

solution. The precipit

t.

INSTANT OXYDES® 
contains a stabilized based in tri-sodium salts with an amount of 1%
of
Availability

r including
13.5% hydrogen peroxide.
Description

INSTANT OXYDES®
is the best disinfectant which breaks down to oxygen, water and

carbonates and the decomposition happens without the formation of any residues or toxic 
contaminants unlike chlorine, chlorine dioxide and potassium permanganate.

INSTANT OXYDES® 
is an absolute white food grade biocide in odorless, crystalline
powder form which, when added to water dissolves easily and releases hydrogen
peroxide which is stabilized to work as very strong and powerful disinfectant. It has very
wide range of applications and uses. Since it's approved for any food applications, it is 
used in drinking water applications, Resin and Membrane cleaning applications,
disinfectant for all surfaces, barrels, pressure vessels, lines and pipes, tanks and
complete range of Food and Beverage equipments. It is the best Biocide and
Disinfectant for cooling towers and swimming pools.
Properties

Nombre del producto: Catalytic Carbon 

Volksbank Rhein-Neckar eG 
BIC: GEN0DE61MA2 
IBAN: DE23 6709 0000 0091 350300 

Ust-IdNr.: DE165334657 
Steuer Nr.: 38189/61807 
Finanzamt Mannheim-Stadt 

Amtsgericht Mannheim 
HRB 6346 
EORI-Nr.: DE651346041819718 

Geschäftsführer: 
Rouven Chopra (MBA) 
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  Watch-Water® GmbH 
  Fahrlachstraße 14 
  D 68165 Mannheim, Germany 

  Tel:  +49 621 87951 0 
  Fax:  +49 621 87951 99 
  Email:  info@watchwater.de  
  URL: www.watchwater.de  

A quien corresponda,

 Nosotros, Watch  GmbH, el fabricante de medios filtrantes y químicos en tratamiento 
de agua en Alemania, por la presente testificamos que nuestro producto, el cual es nombrado 
y vendido como “Catalytic Carbon”, esta hecho a base de material de carbón de cascara de 
coco, recolectado de acuerdo a los procedimientos convencionales en el medio ambiente.

 La base de su composición contiene de 85-90% de la masa del producto.  El resto del 
material esta recubierto con hidróxido de hierro para proposito de adsorción.

 Catalytic Carbon esta independientemente probado con los estándares NSF 61 para 
el uso en aplicaciones con agua potable.
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